
Interpreted Drill Cuttings Description 200/d-001-I / 094-O-09/00
Formation: Well Name:        APACHE OOTLA

Status/RR:          GAS WELL / 1979
TD Depth/Fmn:   2445m / Keg R

Examined:          JUL-2009
                            JC Consulting Inc.
                            J Clow, P Geol
                            403 651-7890
File No:               2009-033

Sample Quality: Good

UPPER RUNDLE

The upper 15m of Mississippian Carbonates consists of a weathered limestone having  
both dense bioclastic limestone and weathered silicified porous chert having up to 9%  
porosity and 1-3 md permeability.
The underlying 25m consists of a porous to very porous crystalline dolomite with 
intercrystalline-sucrosic and vuggy porosity ranging from 1-3 to 8% porosity and <0.05 mD to 
1-5 mD range, possibly greater. 

The upper tighter interval was tested within a long interval including a shale section above and 
recovered 223m of water cut mud.   The porous dolomitic section was not tested.  This zone has good
oil staining and may produce oil.

No Fracture indicators were observed.
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SH: blk bituminous, fissile.
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Weathered
3-6 to com 
7-9% TS
1-2%

3-6%

LOST CIRC ?

1-3%

1-3 to com 
sucrosic 5-8%

1-3 to 
srky 3-5%

1-2%

1-2%

Visually Estimated Perm
0.01 0.1 1 10 100

0.05-0.5 to 
pos 1-3 mD
<0.02 md

0.02-0.05 to 
com 0.1-0.5 
to pos 1-2 
md.

<0.05 md

0.02 to com 
0.1-0.5 to 
strky 1-3 md

0.02-0.05 to 
pos strky 
0.1-0.3 mD

<0.02 md

<0.02 mD

CHERT: com lt-med gy chert fragments, rr microxln sfc.

LS: silicified weathered porous, weak lt brn OIL stain, 
3-6 to com 7-9%, 0.05-0.5 to pos 1-3 mD.
LS: com bioclastic material, 
LS: micro-vf xln, lt gy, 1-2%, <0.03 md.

TR CHERT, silicified bioclastic LS, dense.

LS: microxln, earthy appearance, OIL stained, yel-wh 
solvent fast blooming cut, 

SPL consists of blk bituminous SH, ABUND LCM 
MATERIAL - walnut shell, sawdust, no LS.
POSSIBLE LOST CIRCULATION ZONE ??

DOL: vf-c xln, wh-dk brn OIL stained, 1-3% POR, <0.05 
md.

DOL: vf-l f xln, com f xln with  med brn OIL stain, 1-3 to 
com sucrosic 5-8% por, 0.02 to com 0.1-0.5 to strky 1-3 
md.

SPL is predom dk blk SH, tr-com DOL: vf-f xln, tr PIN 
POINT VUG POR, 1-4% intxln & vuggy por, 1-3 to srky 
3-5%, 0.02-0.05 to pos strky 0.1-0.3 mD.

SAMPLES ARE PREDOMINANTLY SHALE, MNR LS 
PRESENT: 

PREDOM SHALE, com LS: vf-


